


rotor shafts with large overlap for models 
WM 4200 D - WM 6000 D

Standard linear side-shift on WM 2150 – WM 3000 

permits smooth operation along hedges, ditches, fences 

and other obstacles as well as mulching of waysides and 

verges. The high inlet opening and large volume frames 

mean that these machines can easily cope with large 

quantities of mulch and high crops.

The special shape of the frame and the high torque of 

the flail shaft create a pull effect by which cattle manure 

and flattened foliage or stalks are picked up and dis-

tributed.

 The Sauerburger folding wing mulcher PEGASUS

with working widths of up to 7.9 m enables a wide 

coverage and optimum mulch quality. The three 

mulching heads flexibly adapt to uneven ground. The 

two outer units simply fold up for road transport,

which minimises set-up times for transport.

h e  S A U E R B U R G E R  m u l c h e r s  D I N G O ,  W M  a n d

    PEGASUS for  pasture and grassland are ideal ly  

suited to maintain fal low land,  set-aside as wel l  as 

pas ture and grass land .  They can a l so be used fo r  

mulching green manure,  maize,  sunf lowers and crop 

residues in vegetable farming.  Even working brush-

wood and t imber is  far  f rom being a problem.

The rotor shaft  is  equipped with rotat ing universal  

f la i l  b lades or  wide f la i l s  and balanced with maxi -

mum precis ion.  Vibrat ion-free operat ion wi l l  a lways 

be guaranteed.  In conjunct ion with a counter-blade 

and beater bar ,  i ts  opt imum chopping performance

promotes speedy ro t t ing und bu i ld -up o f  humus 

leve l s .  The ro l le r  i s  a r ranged in a way the b lades 

running c lose past  the rol ler  wi l l  cont inuously c lean 

i t ,  which prevents plugging or coi l ing.  The rol ler  is  

a lso used for  height adjustment of  the machine,  and 

i t s  wide over lay prevents the f la i l s  f rom damaging

the tu r f  on uneven g round . Th i s  e f fec t  i s  fu r the r

enhanced by the addit ional  skids suppl ied.

TRAKTOREN und GERÄTEBAU 
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T

SAUERBURGER 

THE RIGHT MULCHER

FOR EVERY APPLICATION.

WM 2450 for rear mounting

Wheels with mounting rail for WM 2150 - WM 3300

WM 2450 with grass box 

DINGO 3000
for front and rear mounting 

PEGASUS 6300 
in transport mode

PEGASUS 6300 
for front mounting / trailer mode 

DINGO 2150
for rear mounting 
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